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Comparison of Existing and Proposed
HEP Data Acquisition Sy-terns
and their Suitablllty for RHIC

Jules W. Sunier
Loe Alamoe National Laboratory

1. Introduction

A variety of recent topical conferences, 1’2sympcmia,s and dedicated worhhops4’6 have
reviewed the data acquisition (DACQ) existing or propmcl for major detectors at High
Energy Physics (HEP) collider facilities.

In this note, ● summu-y of these DACQ syotemn is presented for UA1, MARK II, DO,
CDF, and SLD, focunuing on the data acquisition stagea and trigger rates. The suitability
of these systems for a RHIC calorimeter detector with porta ia then diacuased.

Although these DACQ oystema have their individuality, they all use the common
approach. illustrated in Fig. 1, of a multi-level trigger that reducaa the rate and volume
of the data to be recorded, in a number of appropriate steps. The first level trigg~A is
analog, operatee in the 1 LMeCrange, and hae the purpoee to reduce the interaction rate to
a manageable rate of 108 Hz or km. While a s=ond level trigger ia being formed, in a time
range u short aa 10 Pec for SSC detectors, the data can be compraeed (zero suppression,
pedaatal subtraction, etc.) and in buffered. The e=ond level trigger haa usually some
intelligmce, in the form of programmable logic or micr-proceasorm. The third level trigger
is done by software. At this stage, it iscurrent practice to employ a processor “farm” to
amemble full events and implement the reconstruction necemary to perform the final event
selection, prior to archival on tape or optical disc.

The riature and amount of data processing performed at each level is flexible and
depends on the application. ‘The differences between the specific aystema described below
reeicle in:

● interaction rate and raw event size,

● type of primary

* choice of buosaa

data acquisition hardware and read-out scheme,

and processor farms.

2. The UA1-VME Scheme

Originally using a REMUS-CAMAC parallel read-out scheme, UA1 haa now im-
plemented ● new VME based read-out eyntem that nupports REMUS, FASTBUS and
Streamer TutJe ADC Rmdout (STAR), with generalized Iwe of the CPUA1 micro-
processor. Thu event filtering Is carried out by a farm of olx i68E emulators. A group of
3081E emulatorn 10 planned to perform on-line and off-llne analysls. Experiment control
is well supported, through VME, by MacIntouh /68000 per~onal computers.
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The data acquisition stagee and ratea are given in Fig. 2. The main bottleneck in the
system is the enormous volume of data produced by the Central Drift Chamber, that is
reduced and read-out in 25 ms. The first and second level trigger must therefore, without
use of the central drift chamber information, reduce the trigger rate to well below 40 Hz.

3.MARK 11 for SLC

The DACQ system in a predominantly FASTBUS system, with SLAC Scanne~ Pr~
ce.moru (SSP) used ae Segment Interconnect (S1). The overall trigger rate is A2 Hz with a
modest -40 KBytea per event. A set of on-line 3081E emulatora are ueed to procem Flash
ADC data, aasemble the event nnd place data in final format to tape, Full “off-line” event
rtxonstruction can be run on-line to monitor detector performance. A SLAC FASTBUS
controller (SFC) has been placed in the FASTBUS system crate to supervise the data
tranafer from the acquisition segments to the processor segment. Another SFC is used
to monitor (in parallel with the VAX h-t) the general imkumentaticm el=tronics. SFC
supplication programe are written in FORTRAN, to share code with the more complex
VAX monitor programs.

4.The DO System

A pretrigger (Level-O) initiates data collection at a rate of 50 kHx. To avoid dead-time,
the Level-1 trigger mwrt operate within the internal of 3.5 paec between beam croaoings.
It uses signals from the calorimeter, an electron tag from the TRD system, and a muon
signal from the muon proportional drift-tuben, It paaeea full events, at the rate of 200-400
Hz, to the second level trigger that conoista of ● MicroVm II supervisor and 60 parallel
analysis nodes, also MicroVax 11 processors, The level-2 trigger operatea, on the average,
100,MK) instructions to completely filter one event. It delivers to tapo an average event size
of 200 KBytea, with a 1-2 Hz rate. The DACQ and online computer system ar~ illustrated
in ‘ig. 3,

The DO DACQ WM designed on the buis of tw~~key concepts:

● a single event should be handled entirely by one proceaeor (no splitting or rebuilding
should be done)

. use of commercial hardwnre and software should be maximized.

The read-out sdion iB coupled to the analysiB nodee through 8 daisy-ch&ined cables,
with an aggregate throughput of 320MBytes/see, The input channelo feed dual ported
memories of 64 KBytea. The data is fed to the nodes private memory concurrently with the
event analysiu in progress. The Heat Vu h- Ethernet connectlonb to the event processor
nodes (running on VAXELN, s eoftware product dedicated tcJ real-time Jyatema) aa well
u to equipment monitoring computers (more MlcroVuc 11) and pVu workstations. It is
interesting to note that the off-line proc~eing needs of DO are tistimated to be 50 to 100
VAX 780 years, The on-line system haa 50 VAX 780 equivalents,



5.The CDF System

The primary trigger rate is 50 kHz and a typical event size is 100 KBytea. Three
levels of triggering pass eventa for rmording at a rate of 1-5 Hz. The Level-1 trigger,
deadtime lem, operate on montly calorimetric information and reducen the trigger rate to
5 kHz. The Level-2 trigger u.sea the same information aa Level-1, with more sophistication.
It takea from 20-lMl wec and reduces the trigger rate to -100 Hz. Intelligent Readout
Scanners perform the digitization in 1-4 w=, each scanner having storage sp& :e for 4
events. The system ia shown in Fig. 4.

A Buffer Manager (pVax II) directs the Event Builder that is responsible for the
accumulation of all data from the scmnern. Two trigger supervisor ~TS) are used to
allow calibration and diagnostics to run concurrently with the data taking. The Level-3
trigger, a multiprocessor system with a processing power of -10 VAX li/780, reduces
the event rate from 100Hz to 1-10 Hz to be available for consumer procemea on the VAX
online computers. Each of theee computers (1 primwy VAX 11/785 Host, 3 secondary VAX
11/750 for monitoring md control, 1 alarm monitoring VAX 11/730 with aerial CAMAC)
is connected to FASTBUS through a UNIBUS processor interfacn, allowing each of them
simultaneous access to the events in the Level-3 farm.

The CDF DACQ system runs on the concept of independent multiple partitions,
sections of the detector that function independently of other mctiona. Each partition haa
its own read-out scan]]em and can receive independent triggera. The buffer manager and
event builder operate on all pmtitions, with appropriate readout lists. This concept is very
powerful for parallel debugging or calibration. The partitions are dynamic. down to the
baaic unit of a single readout scanner.

6, The SLD System

The low 180 Hz repetition rate of SLC allows for a very “simple” software trigger (5.s
rnsec between sroesings), performed by SSP’B processing coded hit information from the
drift chambera and the energy sums of the liquid argon calorimeter, which are digitized
in -l rnnec. Triggered eventa are fully digitized in -50 rmec~d buffered into the SSP
memory of each FASTBUS crate. Further proceming (-200-400 rnaec) in done by the
SSP’S, prior to pwing full eventa to a PVaX procemor farm, at the trigger !evel of 1-2 Hz.
Final l), events are logged and sampled by the host computer, A typical event size of 100
KBytes in obtained from 96 MByta of digitized data.

7. Su!tab!llty of Descr!bed Systems for a RHIC Detector

According to the proceeding of the Workshop on Experiments for RI-iIC,e the major
components of a calorimeter, w, “h a slit spectrometer !or the central region, arc:

a,-2300Electromagnetic and H..dron!c cello in the central part of the calorimeter, 800
Electromagnetic and 200 Hadronic cells in each of the end cape, or a total of -6600
channels of data.
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b. A multiplicity detector (DC with pad-read outs, silicon pads, streamer tubes?) with
about 10S cells.

c. A port equipped with an inside TPC (104 channels), a RICH detector (5 x 103),
external tracking chambers (109) and TOF counters (225).

In addition a Vertex Detector ti required, due to the spatial extent of the interaction
region. This detector could eaaily have 105-109 channels.

The above very apprcmimate numbers Iegd to a final event size of the order of 100
kBytea, while the uncompreaaed event could ba of the order of several megabytti. Table
I summariz~ the trigger and event ratea, M well aa the taped event size of the detectors
described above, One can e~ily me that the RHIC calorimeter under study will have
l)AC~ requirements quite similar to those of UA-1. DO and CDF.

6. Conclusions

This study han shown that the RHIC detectors will require DACQ systems with
perfor.mncea equal or better than the DACQ of the large detectors presently used in
HEP had-on colliders. This meana that the DACQ of the detectors will be a significant
part of their +saign effort and coat. Much can b? !earned from the experience gained by the
HEP detectors, rmrticularly in terms of balanced oystema that optimize data throughput
and instrument r.mmitoring, While specific hardware/software choicex can only be finalized
when the detectors Uq designed, the complexity of the RHIC detectors suggeata that the
DACQ be incorporated in the detector design at the earlieat feasible stage.
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TABLE I
Event Rates, Trigger Ratea and Recorded Event Size for Various HEP Detectors

Compared to a RHIC Calorimeter with Slit Spectrometer

Pre+Trigger Level-1 Level-2 Level-3 Event —
Detector Rate Trigger Trigger Trigger Size

(Hz) (Hz) (Hz) (Hz) (kbyte)

UA-1 1.5 x 106 100 20 5 120

MARK H 2 x 102 2 40

DO 5 x 10’ 2-400 1-2 200

CDF 5 x 10’ SO(M 100 1-10 -100

SLD 2 x 102 1-2 100

RHIC
CALO/SLIT 104 – 10s -5 - 100
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